


FEATURES

+ decoflame® brushed stainless steel manual burner
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+ Glass screen

+ No chimney required

+ No smoke, ash or soot
» Easy to relocate

- Shutter tool

- lighter

« Fuel Funnel

TECHNICAL INFORMATION
Capacity: 1,8 L

Fuel consumption: O,3 I/h
Burning time: up to 6h
Heat output: 1,8 kW/h
Net weight: 50kg / 40kg

Materials: Burner - brushed stainless steel, column -

corten steel and hardened, optic-white glass
Finish: Corten, black and white. Optionally any RAL
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https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/DubaiRoundTower.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/DubaiRoundLounge.DWG

DUBAI ROUND™ TOWER / LOUNGE

ecorilame.com

Step 1: Take the firepalce out of the box.
Step 2: Place the column on a level surface.

Step 3: Carefully insert the burner inside the

column.
Step 4: Fill in with bioethanol.
Step 5: Place the glass on the burner.

Step 6: light up the fireplace using a long
lighter.
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Corten Steel Finish
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https://youtu.be/qv9DLUCv6Mg
http://live.inviewmap.com/embed/4dc9c9b4ec984a0b89b9062976a6c04d

