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Resa/Output Resa/Output
esa/ u pu L Larghezza/ Width (mm) esa/ lj pu L Larghezza/ Width (mm)
AT50°C AT60°C
[Watt] 570 650 730 810 [Watt] 570 650 730 810
H 2.400 1311 1.569 1.830 2.091 H 2400 | 1652 1977 | 2306 | 2.635
Altezza | 2.200 1.191 1.431 1.670 1.908 Altezza | 2200 | 1.504 | 1.803 | 2.104 | 2.404
Heigt 2.000 1.077 1.293 1.509 1.725 Heigt | 2.000 | 1.357 | 1.629 | 1.901 | 2.174
[mm] 1.800 960 1.156 1.349 1.543 [mm] | 1.800 | 1.210 | 1.457 | 1.700 | 1.944
1.601 843 1.018 1.189 1.360 1.601 | 1.062 1283 | 1.498 | 1.714
Resa/Output L Larghezza/ Width (mm) Resa/Output L  Larghezza/ Width (mm)
aTs0"C 570 650 730 810 ATEO"C 570 650 730 810
[keal/h] [kcal/h]
1.700
H 2.400 1.127 1.349 1.574 1.798 H 2400 | 1420 | .0 | 1983 | 2.265
Altezza | 2.200 1.027 1.231 1.436 1.641 Altezza | 2200 | 1.294 1'401 1.809 | 2.068
Heigt 2.000 926 1.112 1.298 1.484 Heigt | 2000 | 1.167 1'252 1.635 | 1.870
[mm] 1.800 826 994 1.160 1.327 [mm] | 1.800 | 1.041 1'103 1462 | 1672
1.601 725 875 1.023 1.170 1.601 914 : 1.289 | 1.474
BE =entrata/in <D =diaframma / Diaphragm
m|J =uscita / out I =interasse / interspace
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Thermostatic valve with
wall fit lockshield
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INSTALLAZIONI CON ATTACCO MONOTUBO
CONNECTIONS WITH MONOTUBE

POSSIBILE CONFIGURATIONS
Al B C| D E|

S a ==\
= L-

- Cable lenght about 1.2 mt
- Analogic or digital thermostat available as an option
- Freezing protection up to T=- 15 °, available protection up to T=-38 "upon request

WARNING: some configurations may to available depending on the size

NOTE FOR INSTALLER : The installation must ensure that the power cord is not directly in contact
with the radiator

PROHIBITED CONFIGURATIONS

WARNING:

- The configuration barred are PROHIBITED and therefore K8 will not accept any liability for their use
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BRACKETS MOUNTING INSTRUCTIONS

VIEW FROM THE SIDE VIEW FROM THE TOP

185 185

295 mm

T “\‘

Brackets anchor position

345 mm
O

BRACKETS MOUNTING INSTRUCTIONS
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Neon Backlight configurations

UPPER LAMP ELECTRIC BOX
4 LAMPS RIGHT + LEFT LAMPS
AN —
1 i) il I il
RIGHT LAMP LEFT LAMP
\\\ ‘// u U
UPPER + LOWER LAMPS RIGHT + LEFT + UPPER LAMPS
[(— [—
iy my
e U 2
LOWER LAMP

n|n
NOT AVAILABLE FOR INSTALLATION TYPE D

Led backlight configurations

=

Power pack
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ISTRUZIONI MONTAGGIO A MURO

INSTRUCTIONS WALL ASSEMBLY

[
A

FASE 1

Svitare le 4 viti ai lati che
tengono unita la cornice
al radiatore

STEP 1

Unscrew 4 screwes beside
wich connect frame to
radiator
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FASE 3

Montare il radiatore sul muro e
collegarlo all'impianto.
Rimuovere il film protettivo

STEP 3

Assembly radiator on the wall
and connect it to the system.
Remove film protection
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FASE 2

Staccare la cornice dal
radiatore

[
/

STEP 2
Disassembly frame from
radiator

FASE 4

Montare la cornice al radiatore
riavvitando le 4 viti rimosse in
precedenza

STEP 4

Assembly frame to
radiator rescrewing 4
screwes removed before
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